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Abstract 
The Dynamic Host Configuration Protocol for IPv6 (DHCPv6) provides a 
framework for passing configuration information to nodes on a 
network. This document describes new options for DHCPv6 that SHOULD 
be used for booting a node from the network. 

Status of This Memo 


This is an Internet Standards Track document. 


This document is a product of the Internet Engineering Task Force 


(IETF). It represents the consensus of the IETF community. It has 
received public review and has been approved for publication by the 
Internet Engineering Steering Group (IESG). Further information on 


Internet Standards is available in Section 2 of RFC 5741. 


Information about the current status of this document, any errata, 
and how to provide feedback on it may be obtained at 
http://www.rfc-editor.org/info/rfc5970. 


Copyright Notice 


Copyright (c) 2010 IETF Trust and the persons identified as the 
document authors. All rights reserved. 


This document is subject to BCP 78 and the IETF Trust’s Legal 
Provisions Relating to IETF Documents 
(http://trustee.ietf.org/license-info) in effect on the date of 
publication of this document. Please review these documents 
carefully, as they describe your rights and restrictions with respect 
to this document. Code Components extracted from this document must 
include Simplified BSD License text as described in Section 4.e of 
the Trust Legal Provisions and are provided without warranty as 
described in the Simplified BSD License. 


Huth, et al. Standards Track [Page 1] 


RFC 5970 DHCPv6 Options for Network Boot September 2010 


Table of Contents 


To INE BOGUCEL ON eree le Sete tS 60 oo Sie: Wire adele! Ste ee wea oe e Sie Saas) Seana etd fe eee eet 2 
2k. (SOM MEME LONG. EE Le ees E I St IA Ree eh RM BU te es uk ENE MS ARs Td 3 
SE MODE POTS. pe e e a e silat A e cra la his a aa E fe pin eh e snd a Ea ised sores I 3 
3.1. Boot File Uniform Resource Locator (URL) Option ............ 3 
3:32) “Boot: File- Parameters. Option seste sean re arene Jenn wile ea ooe a aoe: S 4 
3.3. Client System Architecture Type Option ................--2.2. 5 
3.4. Client Network Interface Identifier Option ................. 6 
4... Appearance Of the Options oe selene g tese tse eieiei e gare ei ed [eve ah rE 7 
5s- Download: Protocol -Considerations -verdos eee eed aed Steers CSTE SE Ome eed 7 
6:3: TANA “CONS PASTAETONS: tee sist eesti e hid toes eee die: eee ets ne a ae: Seeds 7 
Ts Security Considerations- <2. dies coaches. eGo Ss ered el ae 8 BLS era hd Slee eae S 8 
8; Acknowledgements seses oe ge eae ial eos E gabe! areata lee See: E arg anigl eee 8 
9. “REFCKENCESY s Sac Soa pos d ee Vs Oe eis ea See SC a Re SNE ed Re) Bhd Bad SIRE Ae oes) g 9 
97, dis Normative‘ -REFELFENCES.” peses e Se eS Bish ape eee» SLES Bow Nig e Se ews 9 
9:2 Informative References aea diese haere Ede a E arn Suarerenade pea eae we Gide E 9 
1. Introduction 


This document describes DHCPv6 options that SHOULD be used to provide 
configuration information for a node that must be booted using the 
network rather than from local storage. 


Network booting is used, for example, in some environments where 
administrators have to maintain a large number of nodes. By serving 
all boot and configuration files from a central server, the effort 
required to maintain these nodes is greatly reduced. 


A typical boot file would be, for example, an operating system kernel 
or a boot-loader program. To be able to execute such a file, the 
firmware running on the client node must perform the following two 
steps (see Figure 1): First get all information that is required for 
downloading and executing the boot file. Second, download the boot 
file and execute it. 


+------ + 

\| DHCP | 

/ 1 Get boot file info /|Server| 

+------ + +------ + 
Host | 

+------ + +------ + 

\ \| File | 

2 Download boot file /|Server| 

+------ + 


Figure 1: Network Boot Sequence 
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The information that is required for booting over the network MUST 
include at least the details about the server on which the boot files 
can be found, the protocol to be used for the download (for example, 
HTTP [RFC2616] or TFTP [RFC1350]), and the path and name of the boot 
file on the server. Additionally, the server and client MAY exchange 
information about the parameters that should be passed to the OS 
kernel or boot-loader program, respectively, or information about the 
supported boot environment. 


DHCPv6 allows client nodes to ask a DHCPv6 server for configuration 
parameters. This document provides new options that a client can 
request from the DHCPv6 server to satisfy its requirements for 
booting. It also introduces a new IANA registry for processor 
architecture types that are used by the OPTION_CLIENT_ARCH_TYPE 
option (see Section 3.3). 


2. Conventions 


The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT", 
"SHOULD", “SHOULD NOT", "RECOMMENDED", "MAY", and "OPTIONAL" in this 
document are to be interpreted as described in RFC 2119 [RFC2119]. 


Terminology specific to IPv6 and DHCPv6 are used in the same way as 
is defined in the "Terminology" sections of [RFC3315]. 


3. Options 


Option formats comply with DHCPv6 options per [RFC3315] (Section 6). 
The boot-file-url option (see Section 3.1) is mandatory for booting, 
all other options are optional. 


3.1. Boot File Uniform Resource Locator (URL) Option 


The server sends this option to inform the client about a URL to a 
boot file. 


0 1 2 3 
OVD. 2) 3+ Ae 6 889501 2 3) Ano 6. 8 9. OUT 3 4a 9168 FB 829. Oi 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
| OPT_BOOTFILE_URL | option-len | 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
7 boot-file-url (variable length) 7 


+-4+-4-4+-4-4-4-4-4-4+-4-4+-4-4+-4+-4-4+-4-4-4-4+-4+-4+-4-4-4+-4-4+-4-4-4-4-4 
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Format description: 


option-code OPT_BOOTFILE_URL (59). 

option-len Length of the boot-file-url in octets. 

boot-file-url This string is the URL for the boot file. It MUST 
comply with STD 66 [RFC3986]. The string is not 


NUL-terminated. 


If the host in the URL is expressed using an IPv6 address rather than 
a domain name, the address in the URL then MUST be enclosed in "[" 
and "]" characters, conforming to [RFC3986]. Clients that have DNS 
implementations SHOULD support the use of domain names in the URL. 


3.2. Boot File Parameters Option 


This option is sent by the server to the client. It consists of 
multiple UTF-8 ([RFC3629]) strings. They are used to specify 
parameters for the boot file (similar to the command line arguments 
in most modern operating systems). For example, these parameters 
could be used to specify the root file system of the OS kernel, or 
the location from which a second-stage boot-loader program can 
download its configuration file. 


0 1 2 3 
OL 2 B A 965 Th EIO L 2 3) 4 6 FB 9 OL 2: 3 AS 6 FB. 9- OL 
-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
OPT_BOOTFILE_PARAM | option-len | 
-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
+ 


param-len 1 | 
e N EE E E EN EE E EE EN E CEE SEE EN E parameter 1 A 
. (variable length) | 
4-+-4-4-4-4-4-4-4-4-4-4-4-4-4-4F-4-4F-4-F 4 -F ERE AIEN OERE AEN DORE DEN RER -F EE EN AE A 


+—+—+ 


<multiple Parameters> 


-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 


+-+-+-+-+-+-+ 
| param-len n | | 
+-+-+-+-+-+-+-+-+-+-+-+-+- +++ parameter n 


. (variable length) | 
+—t-f-+-4-4-4F-4-4-4-4F 4-4-4 -4F 4-4 -4F-F FF -F -F FFF FHF Ft tt 
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Format description: 


option-code 


option-len 


param-len l...n 


parameter l...n 


Length of the Boot 
(not including the size of the option-code and 
option-len fields). 
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OPT_BOOTFILE_PARAM (60). 


File Parameters option in octets 


This is a 16-bit integer that specifies the length 
of the following parameter in octets 
the parameter-length field). 


(not including 


These UTF-8 strings are parameters needed for 
booting, e.g., kernel parameters. The strings are 
not NUL-terminated. 


When the boot firmware executes the boot file that has been specified 
in the OPT_BOOTFILE_URL option, it MUST pass these parameters, if 
present, 
option. 


SPE 


in the order that they appear in the OPT_BOOTFILE_PARAM 


Client System Architecture Type Option 


This option provides parity with the Client System Architecture Type 
option defined for DHCPv4 in Section 2.1 of [RFC4578]. 


The format of the option is: 


0 


1 2 3 


0123456478 9012345 6789012345 6789021 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
OPTION_CLIENT_ARCH_TYPE | option-len | 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 


architecture-types (variable length) 


+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 


option-code 


option-len 


architecture-types 


Huth, 


et al. 


OPTION_CLIENT_ARCH_TYPE (61). 


Length of the "architecture-types" field in 
octets. It MUST be an even number greater than 
zero. See Section 2.1 of [RFC4578] for details. 


A list of one or more architecture types, as 
specified in Section 2.1 of [RFC4578]. Each 
architecture type identifier in this list is a 
16-bit value that describes the pre-boot runtime 
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environment of the client machine. A list of 
valid values is maintained by the IANA (see 
Section 6). 


The client MAY use this option to send a list of supported 
architecture types to the server, so the server can decide which boot 
file should be provided to the client. If a client supports more 
than one pre-boot environment (for example, both 32-bit and 64-bit 
executables), the most preferred architecture type MUST be listed as 
first item, followed by the others with descending priority. 


If the client used this option in the request, the server SHOULD 
include this option to inform the client about the pre-boot 
environments that are supported by the boot file. The list MUST only 
contain architecture types that have initially been queried by the 
client. The items MUST also be listed in order of descending 
priority. 


3.4. Client Network Interface Identifier Option 


If the client supports the Universal Network Device Interface (UNDI) 
(see [PXE21] and [UEFI23]), it may send the Client Network Interface 
Identifier option to a DHCP server to provide information about its 

level of UNDI support. 


This option provides parity with the Client Network Interface 
Identifier option defined for DHCPv4 in Section 2.2 of [RFC4578]. 


The format of the option is: 


0 1 2 3 
O123 45 678 90123456783 9 01.23.45 6 7 8 9-0-1 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
| OPTION_NII | option-len | 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

| Type Major | Minor 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 


option-code OPTION_NII (62). 

option-len 3 

Type As specified in Section 2.2 of [RFC4578]. 
Major As specified in Section 2.2 of [RFC4578]. 
Minor As specified in Section 2.2 of [RFC4578]. 
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The list of valid Type, Major, and Minor values is maintained in the 
Unified Extensible Firmware Interface specification [UEFI23]. 


4. Appearance of the Options 


These options MUST NOT appear in DHCPv6 messages other than the types 
Solicit, Advertise, Request, Renew, Rebind, Information-Request, and 
Reply. 


The option-codes of these options MAY appear in the Option Request 
option in the DHCPv6 message types Solicit, Request, Renew, Rebind, 
Information-Request, and Reconfigure. 


5. Download Protocol Considerations 


The Boot File URL option does not place any constraints on the 
protocol used for downloading the boot file, other than that it MUST 
be possible to specify it in a URL. For the sake of administrative 
simplicity, we strongly recommend that, at a minimum, implementers of 
network boot loaders implement the well-known and established 
HyperText Transfer Protocol (HTTP) [RFC2616] for downloading. Please 
note that for IPv6, this supersedes [RFC906], which recommended using 
TFTP for downloading (see [RFC3617] for the ’tftp’ URL definition). 


When using the Internet Small Computer System Interface (iSCSI) for 
booting, the ’iscsi’ URI is formed as defined in [RFC4173]. The 
functionality attributed in RFC 4173 to a root path option is 
provided for IPv6 by the Boot File URL option instead. 


6. IANA Considerations 


The following options have been assigned by the IANA from the option 

number space defined in Section 24 of the DHCPv6 RFC [RFC3315]. 
+------------------------- +------- + 

| Option name | | 

4+------------------------- +------- 4+-------------- + 


| OPT_BOOTFILE_URL 59 Section 3.1 | 

| OPT_BOOTFILE_PARAM 60 Section 3.2 | 
OPTION_CLIENT_ARCH_TYPE 61 Section 3.3 
OPTION_NII 62 Section 3.4 

+------------------------- +------- +-------------- + 


This document also introduces a new IANA registry for processor 


architecture types. The name of this registry is "Processor 
Architecture Types". Registry entries consist of a 16-bit integer 
recorded in decimal format and a descriptive name. The initial 


values of this registry can be found in [RFC4578], Section 2.1. 
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The assignment policy for values is through Expert Review (see 
[RFC5226]), and any requests for values must supply the descriptive 
name for the processor architecture type. 


7. Security Considerations 


In untrusted networks, a rogue DHCPv6 server could send the new 
DHCPv6 options described in this document. The booting clients could 
then be provided with a wrong URL so that either the boot fails or, 
even worse, the client boots the wrong operating system that has been 
provided by a malicious file server. To prevent this kind of attack, 
clients SHOULD use authentication of DHCPv6 messages (see Section 21 
in [RFC3315]). 


Note also that DHCPv6 messages are sent unencrypted by default. So 
the boot file URL options are sent unencrypted over the network, too. 
This can become a security risk since the URLs can contain sensitive 
information like user names and passwords (for example, a URL like 
"ftp://username:password@servername/path/file"). At the current 
point in time, there is no possibility to send encrypted DHCPv6 
messages, so it is strongly RECOMMENDED not to use sensitive 
information in the URLs in untrusted networks (using passwords in 
URLs is deprecated anyway, according to [RFC3986]). 


Even if the DHCPv6 transaction is secured, this does not protect 
against attacks on the boot file download channel. Consequently, we 
recommend that either (a) implementers use protocols like HTTPS 
[RFC2818] or Transport Layer Security (TLS) within HTTP [RFC2817] to 
prevent spoofing or (b) the boot-loader software implement a 
mechanism for signing boot images and a configurable signing key. 
The latter is done so that if a malicious image is provided, it can 
be detected and rejected. 
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